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Bacterial infections and the spread of virusegiredeto athletic gear are becoming a
bigger concern each year. Numerous articles ang bberitten and public awareness is
growing rapidly to the health risks. This studylandependent laboratory testing was
performed to analyze the effectiveness of the SporZone/DeconZone system to help
control this growing problem.

There are numerous ways to kill bacteria. Each &vdagils direct contact of the virus or
bacteria with an oxidant or disinfectant. To efifegly claim a 99.99% kill rate of these
microorganisms, the disinfectant would have torbeantact with 99.99% of the
microorganisms. One of the problems to overconmaemeving direct contact with all of
the microorganisms is the clumping of bacterialsceRs noted in the Pennsylvania State
University study, (Bactericidal Effects of High Awrne Ozone Concentrations, 1998)
“there is a tendency of micron-sized particlesltonp naturally.... The clumping of
bacterial cells protects a small percentage ofdsecand causes them to behave as if they
had a much higher resistance...”

There are numerous claims of 99.99% kill rate ksteays offered in the market place.
The problem with athletic equipment is finding dfeetive way to get the disinfectant
into all the crevices of the equipment for direahtact with the bacteria and breaking
down the clumping effect of the microorganisms.e Bports-O-Zone/DeconZone
machine’s answer is the use of OZONE gas to getalithose crevices and effectively
work on attacking and eliminating all the bactena breaking down the clumping
effect.

Ozone (Q) is one of the strongest oxidants and disinfestamailable, ranking ahead of
hydrogen peroxide, bleach, and iodine, without l@sydue or odor. Ozone is nature’s
way of purifying air and water. It is colorlessdamccurs naturally in the air we breathe
everyday. Ozone is also one of the food sanitiziggedients and processes being used
in food safety. The U.S. Environmental Protecti@ency, in conjunction with the Safe
Drinking Water Act of 1991, confirm that ozone ffeetive in ridding water of
hazardous pathogens, including chlorine-resistapptosporidium(USDA
Gov/publications/agoutlook/June1998). Gaseous@idalso listed as an alternative
disinfectant for water-sensitive produce (USBAlide to Minimizing Microbial Food
Safety Hazards for Fresh Fruits and Vegetablekhe flexibility of Ozone spans various
industries and is well documented as a very effedlisinfectant that leaves no residue.

OZONE EFFECTS ON SPECIFIC BACTERIA AND VIRUSES
(www.ozoneapplications.com)

Bacteria are microscopically small, single-cellatteges having a primitive structure.
The bacteria body is sealed by a relatively soéitlqmembrane. Ozone interferes with
the metabolism of bacterium-cells...A sufficient ambaf ozone breaks through the cell
membrane, and this leads to the destruction obduteria.



Viruses are small, independent particles, builtrgtals and macromolecules. Unlike
bacteria, they multiply only within the host céllhey transform protein of the host cell
into proteins of their own. Ozone destroys virusgsliffusing through the protein
coat...resulting in damage of the viral RNA.

There were several independent laboratory stuaiae dn the effectiveness of the
Sports-O-Zone/DeconZone process. The independeatdtory tested the machine’s Kill
rate effectiveness on Methicillin-Resistant Staphgccus aureus (MRSA),
Staphylococcus aureus (Staph), and Candida.
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It is well documented that ozone produced 99.998&édrates of these bacteria when

exposed for 10 - 480 seconds to ozone concentsatietween 300 and 1500 ppm

(Pennsylvania State University study, Bacterickf#é&cts of High Airborne Ozone

Concentrations, 1998). The laboratory test peréarimn our machine analyzed the Kill

rate at 3 minute, 5 minute, and 11 minute intetvésr more information on this please

check out the bacterial studies on our wehsitev.sportsozone.go
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The 2009 model year includes a redesigned ozorerggon system to raise ozone levels
faster, allowing for the highest level of ozone &onger period of time.
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Your choice for "Egquipment Sanitizing!”

Ozone Dry
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Your choice for “Equipment Sanitizing!”
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Control Pane

Lock on Front Door

Underneath the control panel inside the door imalls‘black” toggle switch.

Slide the toggle switch forward to put the compieard into program mode.

This option allows the owner of the machine to télse date and time on the
machine, the security code, or to change the daitamunt he or she would want to
charge on the vending models. COUPONS DO NOT HAVEZALUE. THIS
PROGRAM CHANGE ONLY AFFECTS DOLLARS ACCEPTED OR CRH
CARD CHARGE.
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The Ozone Generator is one of the most advanced professional
high powered ozone generators ever produced.

It features corona discharge ozone generation that' s the latest in 21
century technological design.

It is used to combat strong odors and kill bacteria and mold spores.

The ozone generator element inside the unit requisglittle maintenance
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ATTENTION: Always unplug the machine during repair and maintenance.

Sports-O-Zone USA, LLC is not responsible for any dmages caused by the use or
misuse of this product. This owner’'s manual is sybct to periodic updates.
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REPLACING THE SENSOR MODULE

Disconnect power to the machine
Locate SM-4 sensor module as shown on page 16

Remove the two mounting screws

11



3. Turn the sensor module with the back facing you

4. Remove the four screws, and the back
5. Gently lift the end of the circuit board wheret  he sensor is attached
. Sensor Module
Circuit Board ]

4. Carefully replace the sensor
5. Reassemble the SM-4 module

Date Replaced:

12



Data Recording Feature

Your machine has the technology to measure andde@wious pieces of data to the
flash drive.

The internal levels of ozone and temperature at@sored by a sensor unit inside the
machine. These levels will be recorded daily anftash drive.

<+— Flash Drive

If you purchased a 4202 or 4203 model with the wandpplication, the cash, coupon,
and credit card transactions will be recorded anfthsh drive.

To review the dataynplug your machine and unlock the front door.

«— Control Panel

\ Lock on Front Door

The flash card is located inside the front doohtiigelow the control panel. Carefully
remove the flash drive from its holder. Then ih$lee drive into the reader.

\ Flash Drive Read

13



Plug into the USB port Insert the flash drive in this side

-, -

The reader plugs into the USB port in your compuiéne data on the drive will load
into an excel worksheet on your computer. Aftavdimading the information, reinsert
the drive back into the slot underneath the coritoalrd that you pulled it out of. The

drive only goes in one wayDo not force it into the slot.
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Power Interruption Features

Your machine comes with a circuit breaker on/ofitslwto protect the electrical
components in the machine in case of a power sufga extension cord is used, it
should be 12ga and no longer than 50 ft. A lorgéension cord could cause a voltage
drop and affect the operation of the computer hdéttie circuit breaker on/off switch
has been tripped, the machine will not run. Tet,efip the switch off then on.

Circuit Breaker On/Off Switch

Your machine also has three circuit breakers
inside the front locked door (which is also the
cash box for 4202 and 4203 models). These
breakers protect the computer board from an
electrical short circuit by the ozone generator,
fans, or heating element during operation

If one of the breakers is tripped, it may mean thatdevice in line with that breaker may
be experiencing a problem. Reset the breaker blgipg it in. If it trips again during
operation, please contact the service departmeéiGa264-6062.

If there is a power interruption, the computer lodaas a battery to retain the date and
time. The replacement batteries are two (2) ed®B032. To replace the batteries,
unplug the machine Unlock the front door (see page 15). The comamel is held

with four (4) machine screws. Remove the screvasthe display and computer board
will slide down into the opening of the lock doddnplug the wire harness to the board.
You will then see the two batteries stacked.

CAUTION
When handling the control
board, be cautious because
static electricity can cause the
board to malfunction. Always
touch the metal cabinet to

4/ Two CR 203 ground out static electricity

before handling the board.

Lift the spring holding down the batteries, andlaep the two batteries. Plug the board
in and reinstall. See page 8 for reprogrammingitite and time.

15



Cabinet Safety Features

There is a kill switch inside your machine.

Location of Kill

switch and ozone -

sensor module

<+——| Kill switch-push button is llluminated

<+— Ozone sensor module

In the unlikely event that a child crawls into tin@chine and someone else starts the
machine, the child just needs to push the buttahtla® door unlocks immediately and
the ozone generator is disabled.

During operation, the door is magnetically lockdthe lock will not release during
operation.

Magnetic lock location

Magnetic lock —*

In CASE OF EMERGENCY, unplug the machine and the magnetic lock wikaske.
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In the unlikely event that the door unlocks durapgration and someone opens the door,
the ozone switch inside the door ledge will relemse stop the ozone generator. THE
MACHINE WAS NOT DESIGNED TO BE OPERATED WITH THE DQR OPEN.

Ozone¢ switch locatiol

/ Ozone Switch

17



Sports-O-Zone

Model 4201, 4201A, 4202, 4203
Inside Dimensions

Inside Cabinet Dimensions

Lid
This is the input 15--
point of placing Height
equipment in Top of unit
machine. The to the floor
rack can be lifted of unit
or remowved to l
load from the floor
to top of
machine. — Note: 30,135 cubic inches
42" Width of ’/ 20.5" or 17.4 cubic feet
opening > Depth
Front to back

of unit

Side Top Cabinet Dimensions

11.875"
Height

/

Note: 2,186 cubic inches
or 1.27 cubic feet

Total Storage Capacity
18.7 cubic feet

155"
11.875 Width

—>
Depth | Opening

Input point of
equipment into
bin/side cabinet.

into
small
cabinet

Loading

Compartment
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MACHINE SPECIFICATIONS

MODELS 4201, 4201A, 4202, 4203
66" WIDE x 51" HIGH x 24" DEEP

(unlocks door from inside machine,
ILLUMINATED EMERGENCY STOP BUTTON disables the ozone generator)

OZONE SHUT OFF SWITCH (operates when door is in open/closed position)
OZONE SENSOR (measures ozone, temperature, and humidity levels)

ELECTROMAGNETIC LOCK (engages during machine operation)

REMOVABLE DATA RECORDING
DEVICE (all models)

ILLUMINATED LCD PROGRAMMABLE DISPLAY PANEL
WARM AIR DRY (optional on push button models)
4" CASTERS (front two with locking mechanism)

STAINLESS STEEL CABINET
EXTERIOR

GALVANIZED STEEL CABINET INTERIOR
REMOVABLE WIRE RACK

REMOVABLE PERFORATED FLOOR
LOCKING CASH BOX DOOR

OPERATING VOLTAGE: 120v

OPERATING AMPERAGE: 11.11amps (pushbutton model with air dry)
OPERATING AMPERAGE: 7amps (pushbutton model without air dry)
OPERATING AMPERAGE: 9.45amps (vending model)
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Limited 2-Year Warranty

This product is warranted by Sports-O-Zone
USA, LLC to the original consumer against
defects in material and workmanship for a period
of two years from the date of purchase and is not
transferable. This two year warranty applies only
to this product used in consumer applications at
one location. If the product is transported from
one location to another for the commercial
enterprise of the consumer, the warranty coverage
is limited to ninety (90) days from the date of
purchase. The warranty for the ozone generator
elements is for a period of six months only. All
electrical/electronic parts have a 2 year warranty.

WHAT IS COVERED: Replacement parts and labor.

WHAT IS NOT COVERED: Transportation
charges to Sports-O-Zone USA, LLC for
defective products. Transportation charges to
consumer for repaired products or replacement
parts. Filters and UV light bulbs (if applicable).
Damages caused by abuse, accident, alteration,
improper repair, misuse, neglect, failure to
perform normal maintenance, vandalism, theft,
fire, water, or damage because of peril or other
natural disaster. Any other expense including
consequential damages, incidental damages, or
incidental expenses, including damage to
property. Scratches in paint or other cosmetic
damage including surface corrosion arising from
normal use. Cosmetic damage caused by
unsuitable detergents, cleaners, and lubricants.

IMPLIED WARRANTIES: Any implied
warranties, including the Implied Warranties of
Merchantability and Fitness For A Particular
Purpose, are limited to two (2) years from date of
purchase.
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SAVE THE CRATE FOR WARRANTY OR REPAIR WORK

A replacement crate will cost $200 plus freight tget it to you

Position

nonlocking casters
in these slots in the
base of crate.

1)
2)

3)
4)

5)

6)

7

Screw panels to 2x6’s

Place the machine on the crate pallet.

Make sure rear casters are turned in toward miofdt@binet and set them
between the 2”"x 4” blocks. This keeps the machr@ace during shipping.
Set the front and back panels against the 2x6’sarelv them in place following
the pattern in the drawing.

Then set the side panels against the 2x6’s andvgbem in place following the
pattern in the drawing.

After all four panels are attached, screw the 2x4islace at the top of the crate
as shown in drawing. This is to keep the top efdtate from crushing in if
something heavy is stacked on top.

Screw the top panel on by following pattern in drayv This should complete the
crate assembly.

Tape the address labels to all four panels andtiBkiprate back to the company
(address is on first page). If Sports-O-Zone UBAC is to pay for the freight
because of warranty issues, call customer sertiSparts-O-Zone (800-264-
6062) for the bill of lading and to coordinate pipk
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